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HEADLINING-CLOTH AND VINYL COATED
Soft ALL STYLES-EXCEPT

DESCRIPTION

The headlining assembly is formed to the contour
of the roof panel by concealedlisting wires. The
listing wires are retained to the headlining by
listing wire pockets which are part of the head
lining assembly.

Dependingupon the body type and style, the listing
wires are attachedto the side roof rails by either
inserting wires directly into holes in side rail or
into a clip which is screwed into the side rail.

On certain styles, the listing wires are further
attachedto the roof panel by snap-in type clips on
the front to rear longitudinal roof bow SeeView
"C" in Fig. 11-1.

When finishing lace is used at the windshield and
back window or back body opening, the headlining
is attached by means of cement at those areas.

Where garnish moldings are utilized the headlining
is tacked or stapled in addition to being cemented
at the windshield and back window or back body
openingView "A", Fig. 11-1.

The headlining is retainedalongthe side roof rails
by cementing or the use of a prongedretainer.
Depending upon the style, garnish moldings or
finishing lace is also usedto assistin retainingthe
headlining. The side roof rail garnishmoldings are
securedto the headliningretainerby clipsthat are
locatedin the molding See Fig. 11-2.

"55 AND 65" STATION WAGONS

cured either by cementto a metal retainer or by
tacksor staplesto a trim stick.

The upper quarter trim panel is securedin the
roof extensionarea by retaining clips. On certain
styles, the upper quartertrim panelis additionally
secured by cementing the forward edge to the
side roof rail See Fig. 11-3 for typical type
attachments.

Removal

1. Place protective coverings over seatcushions
andbacks.

2. Prior to removing headlining, remove follow
ing hardwareand trim assembliesif present.

a. Windshield side anduppergarnishmoldings
or finishing lace.

b. Rearview mirror support.

c. Sun shadesupports.

d. Dome or rear quarter courtesy lamps.

e. Coathooks.

f. Side roof rail moldings or finishing lace.

g. Back window garnishmoldings or finishing
lace.
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At the roof extensionarea, the headlining is se h. Centerpillar uppertrim assembly.



A

CEMENT

STYLES UTILIZING
GARNISH MOLDINGS

LISTING -

WIRE

LISTING WIRE
POCKET -- -

METAL TAB

NOTE: CERTAIN STYLES
UTILIZE PLASTIC CLIPS

VIEW B

OR

VIEW A

STYLES UTILIZING
FINISHING LACE

PLASTIC CLIP ON
LONGITUDINAL BOy-

N

,2
LISTING WIRE

LISTING WIRE - -

POCKET

VIEW C

ISTINGw:LI:S

LISTING WIRE

VIEW D

VIEW E

CEMENT HEADLINING IN ROOF
EXTENSION AREA - CERTAIN

B-C" STYLES ONLY

2763

B

E

WIRE HOLES

CEMENT BOTH
SIDES OF
RETAINER

Fg. il-i-Typical Cloth and Vinyl Headlining Installations



NEADLINING 11-3

i. Rearquarter trim, where necessary.

j. Quarteruppertrim finishingpanel.

k. Back body opening garnish moldings or
finishing lace.

1. Shoulder strapanchorplate and escutcheon.

3. Carefully remove tacks or staples securing
headlining at windshieldandbackwindow open
ing or backbody opening.

4. On styles using pronged retainer, use head
lining inserting tool, J-2772 or similar wide
bladed tool and carefully disengageheadlining
from prongedretainerswherepresent.

5. Carefully detach cementededge of headlining
aroundentireperimeter.

6. Starting at front of body, carefully disengage
No. 1 and No. 2 listing wires from side roof
inner rails and supporting clips on longitudinal
front to rear bow on styles so equipped
View "C" in Fig. 11-1. In like manner,
working from rear of body, disengagelisting
wires from side roof rails and supportingclips
on longitudinal bow. Exercise care to keep
headliningmaterial cleanby gatheringor fold
ing headlining with listing wires on outside.

7. Depending on style, bend down tabs securing
No. 3 listing wire or disengageNo. 3 listing
wire from plastic clips on structural bow and
removeheadliningassemblyfrom body.

IMPORTANT: Note in which holes listing
wires are installed in side roof rails. Listing
wires should be placed in samehole whenre
placing headlining.

8. If replacing headlining, remove listing wires
from pocketsof old headlining.

IMPORTANT: Listing wires removed from
old headliningmustbe installed in correspond
ing pocketsof new headlining.

Installation

1. If previously removed, install listing wires
into correspondingpockets of new headlining
assembly.

2. Apply an approved non-staining trim cement
to headlining attaching surface at windshield,
side roof rail and back window or back body

Fig. 11-2--Side Roof Rail Garnish Moldings

opening. On styles that utilize finishing lace be
certain cementis applied to both sidesof re
tainers SeeView "A" in Fig. 11-1.

3. Lift headlining assemblyinto body and install
No. 3 listing wire and listing wire pocketover
metal tabs at roof bow andbendup tabsto se
cure wire to bow. On styles that incorporate
plastic clips in place of metal tab, snapNo. 3
listing wire into clips. Make certainheadlining
is cementedin body See Views "B & C" in
Fig. 11-1.

4. Working rearward from No. 3 listing wire,
install listing wires in side roof rails and
snap listing wires into plastic clips on longi
tudinal bow on styles equipped with longi
tudinal bow. In like manner,working forward,
install remaining listing wires View "C"
in Fig. 11-1.

NOTE: Listing wires may be adjustedup or
down by utilizing appropriate holes in side
roof rails. Listing wires should rest tight
against roof panelafter installation View "D"
in Fig. 11-1.

5. Stretch and secureheadliningat windshieldand
back window or backbody opening.Stretchand
secure headlining at rear quarters and side
roof rails. Permanently attach material re
moving draws and wrinkles and replace all
previously removedinside hardwareand trim
assemblies.
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HEADLINING-FLOCKED HEADLININGS

DESCRIPTION

The flocked headlining assembly consistsof five
individual sections.

The headlining sections are securedin place by
retainers formed to the contour of the roof panel.
Plastic moldings are snappedover the retainers
and cover the retainersandedgesof the headlining
sections. Windshield, back window and side roof
rail garnish moldings, also assist in holding the
headliningin place.

When necessary, the headlining sections may be
individually removedandreplaced.

Removal-One or More Sections

1. Place protective coveringsover seatcushions
andbacks.

2. Remove side roof rail moldings. If removing
front section of headlining, removewindshield
upper and side garnish moldings, sunshade
support assembliesand rearview mirror sup
port. If removing rear section, remove back
window garnishmoldings, side roof rail gar
nish moldings and rearquartertrim assembly
to gain accessto headlining at side roof rail
area. If center sections are removed, where
required, remove dome lamps, coat hooks,
coat hook spacers if present and shoulder
strap anchorplatesand escutcheons.

3. With flat-bladed tool, carefully pry one endof
plastic moldings from retainer View "C",
Fig. 11-4. Removeplastic moldingsfrom both
retainers securingsection of headliningbeing
removed.

4. When removing individual sections,use flat
bladed tool and carefullypry one edgeof head
lining section from retainer and removefrom
body.

5. If removing headlining sectionat back window,
remove tacks or staples securing section at
back window opening.

HEADLINING-"55 AND

DESCRIPTION

65"

The "55 and 65" station wagon styles use two
separateheadlining assemblieswhich may be re
moved and replacedseparately.

6. When retainers are required to be removed,
remove screwssecuringretainerto roof View
"D", Fig. 11-4. Retainer spacers are in-
stalled between the metal retainersand roof
View "D", Fig. 11-4.

Installation

1. If retainerswere removed, make certain that
retainer spacer shown in View "D", of Figure
11-4 is installed prior to installing retainers.

NOTE: Retainersshouldbe tight againstroof
panelafter installation.

2. Install headlining sections by positioning one
edge in retainerand centering section in re
lation to other sections and side roof rails;
then carefully snap remaining edge in other
retainer. Snap plastic molding over retainers
View "C", Fig. 11-4.

3. If installing rear section of headliningassem
bly, position forward edge of section in re
tainer. Center and align sectionin relation to
side roof rails and back window opening and
stay tack section in place. Recheckalignment;
then starting at center of back window area,
permanentlytack section to tacking strips at
back window opening View "F", Fig. 11-4.

4. If installing front sectionof headliningassem
bly, position appropriate edge in retainer.
Center headliningsection in relation to other
sections, side roof rails, and sunshadesupport
attachingholes View "B", Fig. 11-4. Install
sunshadesupports.

NOTE: Forward edge of front section and
rearward edge of rear section are also se
cured in place by windshield or back window
garnishmoldings.

5. Install all previously removed hardwareand
removeprotectivecoverings.

NOTE: When installing side roof rail mold
ings, make certain edge of headlining section
is coveredby side roof rail moldings.

STATION WAGON STYLES

The front headliningis formedto the contour of the
roof panel by concealedlisting wires. The endsof
the listing wires are installedinto holes in the side
roof inner rails View "B", Fig. 11-5 andmay be
adjustedup anddown or fore andaft.
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The headlining material is cementedto metal re
tainers and side roof rail pinchweld flangesView
"A", Fig. 11-5. Escutcheons,moldings, and fin
ishing lace cover the edgesand assist in holding
the material in place.

The rear headlining is formed to the contourof the
roof panel by concealedlisting wires. The endsof
the listing wires are installed into clips whichare
securedto the side roof inner rails by screws
View "E", Fig. 11-5. The edgesof the material
are cementedto the retainer flanges. Finishing
lace and moldings cover the edgesand assist in
holdingthe materialin place.

CAUTION: Clean hands are essential when
working with headliningmaterial.

FRONT HEADLINING ASSEMBLY

Removal

1. Placeprotectivecoversover front seatcushion
andback.

2. Prior to removal of the front headlining, re
move the following items:

a. Sunshadesupports.

b. Rearview mirror support.

c. Windshielduppercornerescutcheons.

d. Center lock pillar upper finishing plates.

e. Side skylight front upper garnishmolding.

f. Coat hooks.

g. Courtesylamps.

IMPORTANT: Note into which holes ends of
listing wires are installed in side roof rails.
Listing wires should be placed in same holes
when replacing headlining. If replacinghead
lining remove listing wires from pocketsof
old headlining.

Installation

1. If previously removed, install listing wires
into pocketsof headlining.

IMPORTANT: Listing wires removedfrom old
headlining must be installed in corresponding
pocketsof replacementheadlining.

2. Apply approvedtrim cementto headlining at
taching surfaces.

3. Apply approvedtrim cementto metal retainers
and flanges.

4. Lift headlining Into body, install listing wires
into holes in side roof rails and snap No. 2
listing wire into plastic clips on structural
bow View "B & C", FIg. 11-5.

NOTE: Listing wires should rest tight against
roof panel. Working from front to rear, attach
headlining to retainers and flanges while
stretching and removing wrinkles. Reinstall
all previouslyremovedparts.

REAR HEADLINING ASSEMBLY

Removal

1. Place protectivecoveringover seatsand floor.

2. Prior to removing headlining, removethe fol
lowing items:

a. Sunshadesupports.

h. Frontheadliningfinishing lace.

i. Rearof headliningfinishing lace.

j. Finishing lace over front and rear doors.

k. Shoulder strapanchorplateand escutcheon.

3. Starting at front, carefully detachall cemented
edges of headlining material from retainers
and flanges.

4. DisengageNo. 2 listing wire from plastic clips
on structural bow and remove listing wires
from inner rails. Gather or roll headlining
with listing wires on outside to keep head
lining clean and removeold headliningassem
bly. View "C", Fig. 11-5.

b. Side skylight front upper garnish molding.

c. Rear roof headlining trim finish molding.

d. All finishing lace around perimeter of
headlining.

3. Carefully detach headliningat cementededges.

4. Starting at front remove listing wires from
roof inner rails View "E", Fig. 11-5.

5. At rear listing wire, bend down tabs securing
wire to bow View "F", Fig. 11-5.

6. Gather or roll headlining with listing wires on
outside to keep headlining clean and remove
headliningassemblyfrom car.
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Installation listing wire over metal tabs at rear bow and
benddown tabsView "F", Fig. 11-5.

1. If previously removed, install listing wires
into pocketsof new headliningassembly. 5. Working forward install remainderof listing

wires into clips and secure clips to roof
IMPORTANT: Listing wires removed from View "E", Fig. 11-5.
old headliningmustbe installed in correspond
ing pocketsof new headlining. 6. Listing wires must rest tight against the roof.

If necessaryadjust listing wires by moving
2. Apply approvedtrim cementto attachingsur- clips at attachingscrews.

facesof headliningmaterial.
7. Attach entire perimeter of headlining to re

3. Apply approved trim cement to retaining taming flanges, removing wrinkles by stretch-
flangesof roof panel. ing the materialasrequired.

4. Lift headlining into body, install centerof rear 8. Replacepreviouslyremovedparts.

HEADLINING-VINYL-ONE PIECE FORMED Hard

DESCRIPTION NOTE: In someinstancesit may be necessary
to slightly press headliningupward and later-

The one piece formedheadliningconsistsof a con- ally in order to disengageheadliningfrom side
tinuous sheetof foam backedvinyl which is bonded roof rails SeeView "B" in Fig. 11-6.
to hard fibre board.

Due to this one piece formed design, the head- Installation
lining must be removedand replacedasa complete
assembly. 1. Position headlining to roof panel making cer

tam holes in rear of headlining align with
Removal holes in sail area and holes for sunshade

brackets align with holes in roof panelViews
1. Removethe following items: "A" and "C" in Fig. 11-6.

a. Courtesylamps

NOTE: Sides of headlining mUst rest on side
b. Rearview mirror support roof rails View "B" in Fig. 11-6. Headlining

must also be held in place while the following
c. Coathooks stepsareperformed.

d. Upperquarter trim finishingpanels

e. Sideroof rail moldings 2. Install sunshadesupports inserting one screw
in each.

f. Windshield and back window garnish
moldings 3. Install right and left coat hooks.

g. Shoulder strapanchorplate andescutcheon. 4. While firmly pressing on headlining, insert
screws at upper rear corners of headlining.

2. Remove screw located in upper rear corners Make certain screws are completely driven.
of headlining. View "C" in Figure 11-6.

NOTE: - These screwsareexposedafter upper 5. Install balanceof screws in right and left sun-
quarter trim finishing panel is removedView shadebracket.
"C" in Fig. 11-6.

6. Re-inspect headlining for proper alignment
3. While supportingheadlining with hand,remove along front, rear and sides. Minor adjust-

right and left sunshadebrackets. ments can be effected as necessaryat screw
locations.

4. Carefully lower headliningfrom roof paneland
removefrom car. 7. Install all previously removedhardware.
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